<table>
<thead>
<tr>
<th>#</th>
<th>Paper</th>
<th>Author(s)</th>
<th>Year</th>
<th>Vol</th>
<th>Citations</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Reconfigurable manufacturing systems</td>
<td>Y Koren, U Heisel, F Jovane, T Moriwaki, G. Pritchow, G. Ulsoy, H. Van Brussel</td>
<td>1999</td>
<td>2</td>
<td>1452</td>
</tr>
<tr>
<td>2</td>
<td>Analytical prediction of stability lobes in milling</td>
<td>Y Altintas, E Budak</td>
<td>1995</td>
<td>1</td>
<td>1057</td>
</tr>
<tr>
<td>3</td>
<td>Dry cutting</td>
<td>F Klocke, G Eisenblätter</td>
<td>1997</td>
<td>2</td>
<td>706</td>
</tr>
<tr>
<td>4</td>
<td>State of the art of micromachining</td>
<td>T Masuzawa</td>
<td>2000</td>
<td>2</td>
<td>673</td>
</tr>
<tr>
<td>5</td>
<td>International status of thermal error research</td>
<td>J Bryan</td>
<td>1990</td>
<td>2</td>
<td>659</td>
</tr>
<tr>
<td>6</td>
<td>Microforming</td>
<td>M Geiger, M Kleiner, R Eckstein, N Tiesler, U Engel</td>
<td>2001</td>
<td>2</td>
<td>570</td>
</tr>
<tr>
<td>7</td>
<td>Asymmetric single point incremental forming of sheet metal</td>
<td>J Jeswiet, F Micari, G Hirt, A Bramley, J Duflou, J. Allwood</td>
<td>2005</td>
<td>2</td>
<td>558</td>
</tr>
<tr>
<td>8</td>
<td>Recent advances in mechanical micromachining</td>
<td>D Dornfeld, S Min, Y Takeuchi</td>
<td>2006</td>
<td>2</td>
<td>522</td>
</tr>
<tr>
<td>10</td>
<td>A critical review of sensors for unmanned machining</td>
<td>J Tlusty, GC Andrews</td>
<td>1983</td>
<td>2</td>
<td>466</td>
</tr>
<tr>
<td>11</td>
<td>Concurrent engineering</td>
<td>G Sohlenius</td>
<td>1992</td>
<td>2</td>
<td>462</td>
</tr>
<tr>
<td>12</td>
<td>Material increas manufacturing by rapid prototyping techniques</td>
<td>JP Kruth</td>
<td>1991</td>
<td>2</td>
<td>440</td>
</tr>
<tr>
<td>13</td>
<td>Chatter stability of metal cutting and grinding</td>
<td>Y Altintas, M Weck</td>
<td>2004</td>
<td>2</td>
<td>438</td>
</tr>
<tr>
<td>15</td>
<td>Modelling and simulation of grinding processes</td>
<td>HK Tönshoff, J Peters, I Inasaki, T Paul</td>
<td>1992</td>
<td>2</td>
<td>414</td>
</tr>
<tr>
<td>16</td>
<td>Design for assembly and disassembly</td>
<td>G Boothroyd, L Alting</td>
<td>1992</td>
<td>2</td>
<td>412</td>
</tr>
<tr>
<td></td>
<td>Title</td>
<td>Authors and Year</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>---</td>
<td>----------------------------------------------------------------------</td>
<td>----------------------------------------------------------------------------------</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>19</td>
<td>Agent-based systems for manufacturing</td>
<td>L Monostori, J Vánca, SRT Kumara 2006</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>20</td>
<td>Progress in additive manufacturing and rapid prototyping</td>
<td>JP Kruth, MC Leu, T Nakagawa 1998</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>21</td>
<td>Variable-gain cross-coupling controller for contouring</td>
<td>Y Koren, CC Lo 1991</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>23</td>
<td>Grinding mechanisms for ceramics</td>
<td>S Malkin, TW Hwang 1996</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>24</td>
<td>Evolution and future perspectives of CAPP</td>
<td>HA ElMaraghy 1993</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>25</td>
<td>Life cycle engineering and design</td>
<td>L Alting 1995</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>26</td>
<td>Self-calibration: reversal, redundancy, error separation, and 'absolute testing'</td>
<td>CJ Evans, RJ Hocken, WT Estler 1996</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>27</td>
<td>Manufacturing of lightweight components by metal forming</td>
<td>M Kleiner, M Geiger, A Klaus 2003</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>28</td>
<td>Micro-EDM for three-dimensional cavities-development of uniform wear method</td>
<td>ZY Yu, T Masuzawa, M Fujino 1998</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>29</td>
<td>Technological advances in fine abrasive processes</td>
<td>R Komanduri, DA Lucca, Y Tani 1997</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>31</td>
<td>Turning versus grinding—a comparison of surface integrity aspects and attainable accuracies.</td>
<td>W König, A Berktold, KF Koch 1993</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>32</td>
<td>Three-dimensional micromachining by machine tools</td>
<td>T Masuzawa, HK Tönshoff 1997</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>33</td>
<td>Micro engineering</td>
<td>L Alting, F Kimura, HN Hansen, G Bissacco 2003</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>34</td>
<td>Error compensation of coordinate measuring machines</td>
<td>G Zhang, R Veale, T Charlton, B Borchardt, R. Hocken 1985</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>35</td>
<td>Analysis of mirror surface generation of hard and brittle materials by ELID grinding with superfine grain metallic bond wheels</td>
<td>H Ohmori, T Nakagawa 1995</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>36</td>
<td>Micro-cutting of steel to meet new requirements in miniaturization</td>
<td>H Weule, V Hüntrup, H Tritschler 2001</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>37</td>
<td>Study on elliptical vibration cutting</td>
<td>E Shamoto, T Moriwaki 1994</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>38</td>
<td>Geometric error measurement and compensation of machines</td>
<td>S Sartori, GX Zhang 1995</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>